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What liquids are being stored?
It’s important to determine what all the liquids on site are and whether 
there are any compatibility, fire/explosion or vapour release risks 
associated with any of them. The SDS (Safety Data Sheet) for each product 
is an excellent source of information relating to this.

How many litres of each liquid are being storing and in what sort of 
containers?
Determining the volumes (litres) of liquid and in what sort of containers 
they are stored; small bottles, 205ltr drums, 1000ltr IBC etc. is key to 
ensuring the right storage facilities are used and it will also help determine 
the site’s spill response needs.

Will any of the liquids be stored indoors?
Consideration must be given to access issues including; will the storage 
unit fit through the doors that give access to the area being used. Could 
there be any issues around the loading and unloading of the unit and if a 
spill should occur, where the liquid flows to.

Will any of the liquids be stored outdoors?
When positioning a storage unit consideration must be given to factors 
such as; spills accessing drains and or watercourses, traffic access to 
load and unload the store and the proximity of passing vehicles.

Are any of the liquids flammable?
If the answer is yes then the storage unit must be located the appropriate 
distance from occupied buildings, boundaries, process units, flammable 
liquid storage tanks and or sources of ignition.

• Up to 1000ltrs must be 2 metres away
• 1000ltrs to 100,000ltrs must be 4 metres
• Above 100,000ltrs must be 7.5 metres away

If this can’t be achieved the liquids must be stored in a fire rated storage 
unit that meets UK and Irish standards & specifications. Please contact us 
for more details.

QUESTIONS TO ASK BEFORE PURCHASING

1 www.chemsafe.ie
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ARE LIQUIDS BEING STORED CORRECTLY?

The  incorrect  storage  or  poor  management  of  liquids  can  have  far  reaching  consequences  for  a 
business and the environment, and although Pollution incidents are  highly  publicised,  its  easy  to 
forget that all liquids pose a potential threat to health,  safety and the environment  if  not  properly 
handled and stored. Risk include slips,  trips and falls,  equipment damage, pollution incidents, fire 
and explosion. 

  The  company/organization  is  responsible  for  all  the 
liquids on site and under the current legislation, named 
in  individuals  in  certain  cases  can  be  prosecuted  in 
relation  to  a  pollution  incident  that  originates on the 
site, even if caused by vandals.

CHEMSAFE solve the problem by providing all required 
Compliance Products and Services to ensure complete 
front door to back door protection throughout your site. 
We deliver compliance by using products specifically 
designed for the task, approved and Certified to give you 
long lasting peace of mind.    

Now, you do not have to  worry  about  your  next  Audit, 
CHEMSAFE will provide complete internal and external 
storage,  handling  and  use  solutions.  We  also  offer 
Consultancy, Training, Safety Signage and Maintenance 
Services to ensure that we cover the full life cycle. 

Safe and Compliant Storage
 
 

       
 
 
          

 

    
    
  
            

Chemical  storage  containers    ( bunded  stores,   spill  
pallets  etc.)    must   be   designed  with environmental  
protection   in   mind.   This   means   that  the  bund  of  
any  storage  units  or  spill  pallets  must be  able  to:
•contain  at   least  110%  of  the  volume  of  the 
largest  container  or  25%  of  the  total  volume  
stored, which ever is greater.
•must be made from material which is compatible with 
the liquids being stored.

www.chemsafe.ie 2

Poor storage can have serious consequences.

Internal Safety Cabinets
Areas  where  smaller  amounts  of  liquids  such  as  laboratories,  test rigs,  or  workshops  need 
consideration, but may only require a laboratory cabinet. This must have required ventilation, spill 
retention, safety hazard signage and material specification to resist the stored substances.  



Steel Products
®

IBC SPILL PALLETS

Steel Products

ARE LIQUIDS BEING STORED CORRECTLY?

               

  

 

 
 

       
 
 
          

 

    
    
  
      
      

Must be in a fire proof safety cabinet, ideally Fire rated to EN 14470-1 for liquids,  and 14470-2 for 
Gases. There cabinets are designed to offer extra  time to  evacuate safely,  and also vital  time to 
prevent an explosion.

Secure location
Cabinets should be secured to the floor and/or wall   to  prevent  them   from toppling  over  ,  and 
liquids should never be stores directly on the floor even on a temporary basis. 

www.chemsafe.ie 3

Flammable liquids

Segregation
Serious consideration must be given to segregation issues when storing different liquids together.

Storage level
Items should not be stored above eye height or on top of cupboards or  cabinets  and staff  should 
always wear/use the appropiate PPE (Personal Protective Equipment) at all times.

Transport
Consider  also  how drums  or  IBCs are  protected  whilst being moved  around the  site,  bunded 
trolleys or mobile spill pallets are ideal so long as the load is  properly secured before setting off. 
Always check the load rating and be aware that's some liquids, such as heavy acids, may be up to 
20% more than water.

Segregation table. 
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DRUM SPILL PALLETS

A  range  of  robust  galvanised  steel  spill  pallets,  ideal  for  a  wide  range  of  applications  including 
areas with high temperatures and where there is a need to constantly load and unload the pallet. 
Galvanised pallets are a practice and cost effective solution when a plastic spill pallet is not robust 
enough and as you would expect all versions are fully compliant with UK and Ireland  regulations 
regarding sump capacities.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

BG2U 1220 x 815 x 330 (including fork hoops) 225.5 Galvanised steel - 2 x 205ltr

BG4U 1220 x 1220 x 406 (including fork hoops) 440 Galvanised steel - 4 x 205ltr

BG9UD 2540 x 1220 x 465 (including fork hoops) 1100 Galvanised steel - 8 x 205ltr

BG2U BG4U

BG9UD
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SEMI ENCLOSED DRUM SPILL PALLETS

These spill pallets give the options of vertical or horizontal storage for 1, 2 or 4 x 205ltr drums and 
the HD range can be fitted with an optional sliding carriage (see SLC) which makes loading and 
unloading a much easier task.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

HD1 1300 x 880 x 1220 225 Painted steel - metal deck - 1 x 205ltr horizontal 

HD2 1580 x 1320 x 1220 270 Painted steel - metal deck - 2 x 205ltr horizontal 

HD4 1580 x 1320 x 2020 370 Painted steel - metal deck - 4 x 205ltr horizontal 

SLC 1000 x 490 x 100 n/a Sliding access cradle for use with HD range 

VD1 800 x 800 x 1375 225 Painted steel - metal deck - 1 x 205ltr 

VD2 1580 x 830 x 1300 90 Painted steel - metal deck - 2 x 205ltr 

VD4 1580 x 1320 x 1300 370 Painted steel - metal deck - 4 x 205ltr 

VD2 VD1 VD4

HD2 HD4

www.chemsafe.ie 5
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IBC SPILL PALLETS

For use with standard footprint 1000ltr IBC (Intermediate Bulk Container) including IBC2 which is 
designed for use in areas with restricted floor space. This unique double IBC spill pallet incorporates 
drainage from the top deck to the main sump via the hollow RHS support frame. These robust spill 
pallets are ideal for areas where you are constantly loading and unloading the spill pallet or where 
there are compatibility issues with our plastic rotationally moulded versions.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

BG1100U 1220 x 1220 x 865 (including fork hoops) 1100 Galvanised steel - 1 x 1000ltr

BG9U 2540 x 1220 x 465 (including fork hoops) 1100 Galvanised steel - 2 x 1000ltr

IBC2 1400 x 1640 x 2480 1125 Painted steel - 2 x 1000ltr

BG1100U

BG9U IBC2

6 www.chemsafe.ie
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SPILL FLOORING

Spill flooring can be used as individual, stand-a-long items or by combining multiple sections you 
can create a bespoke fully bunded work floor and work in the safe knowledge that any spills will be 
full contained. These products are robust and are designed to withstand constant use.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

SF10 1050 x 1050 x 110 110 Painted steel - metal deck 

SF20 2300 x 1050 x 110 230 Painted steel - metal deck

SF30 2800 x 1300 x 110 300 Painted steel - metal deck

SFRAMP 1000 x 500 x 110 n/a Painted steel - ramp for use with SF range

SF20 & SF30

SFRAMP

www.chemsafe.ie 7
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These models are designed to accommodate 205ltr drums, 1000ltr IBC and/or a combination of both 
in the same units, and because access can sometimes be a limiting factor the range includes units 
fitted with access on both sides or via a push-back loading/unloading system that allows double 
depth storage with access from one side only.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

DPU16-4 3000 x 1500 x 3295 1125 Painted steel - 16 x 205ltr or 4 x 1000ltr

DPU32-8 5920 x 1500 x 3295 2200 Painted steel - 32 x 205ltr or 8 x 1000ltr

DPU48-12 8840 x 1500 x 3295 3300 Painted steel - 48 x 205ltr or 12 x 1000ltr

DPU64-16 5920 x 2800 x 3330 4100 Painted steel - 64 x 205ltr or 16 x 1000ltr

DPU64-16PB 5920 x 2800 x 3680 6100 Painted steel - 64 x 205ltr or 16 x 1000ltr

DPU16-4

SECURE BUNDED DRUM & IBC STORAGE 

DPU32-8
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Units CBS1 & CBS2 combine fork lift truck accessed storage with walk-in fully bunded areas that 
provide safe and secure storage and work areas. These UK manufactured units can be specified to 
suit almost any application and will help ensure full compliance with regulations regarding the safe 
storage of liquids.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

DPU96-24 8840 x 2800 x 3330 6100 Painted steel - 96 x 205ltr or 24 x 1000ltr

DPU96-24PB 8840 x 2800 x 3680 6100 Painted steel - 96 x 205ltr or 24 x 1000ltr

CBS1 6000 x 3000 x 3357 4500 Painted steel - 16 x 205ltr + walk-in area

CBS2 6000 x 3000 x 3357 4400 Painted steel - 32 x 205ltr + walk-in area

CBS1

DPU96-24

SECURE BUNDED DRUM & IBC STORAGE 

www.chemsafe.ie 9
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DRUM & IBC COMPOUNDS

When looking to store large quantities of liquid in one defined area, fully bunded drum & IBC 
compounds can prove to be a cost effective solutions when costed against a purpose built civil 
engineering solution. Experienced staff will visit site to establish the right solution for the specific 
application and then provide a detailed, no obligation quotation to compare against.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

DC64 8760 x 6100 x 4800 3780 Painted steel - 64 x 205ltr

DC96 8760 x 7500 x 4800 5670 Painted steel - 96 x 205ltr

DC160 11360 x 7500 x 4800 7560 Painted steel - 160 x 205ltr

10 www.chemsafe.ie
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TEMPERATURE CONTROLLED DRUM & IBC STORES

Many liquids require storage at a specific temperature prior to use and this range of fully bunded 
and compliant stores can be configured in a host of different ways to meet specific requirements. 
Options include electrical (standard or ATEX zoned), steam heating, refrigeration and ± temperature 
controlled units where both heating and cooling is required. Experienced staff will visit site to 
establish the right solution for the specific application and then provide a detailed, no obligation 
quotation.

± TEMPERATURE CONTROL

REFRIGERATED

INSULATED

HEATED

www.chemsafe.ie 11
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DRY GOODS STORAGE

Rackstor is the perfect solution when indoor space is at a premium and you still need to store “dry 
goods” somewhere. This secure weather protected unit has been designed to accommodate up to 12 
pallets on adjustable racking with access via double sliding doors which provide easy fork lift truck 
access. No planning permission or special foundations are required, just a solid level surface, ideally 
concrete of circa 150mm in depth and 100mm bigger overall than the unit to ensure the unit does not 
settle unevenly when loaded.

CODE L x W x H - mm DESCRIPTION

RS6M 5920 x 1500 x 3352 Metal clad frame - 8 x 1200 x 1000 or 12 x 1000 x 800 pallets

12 www.chemsafe.ie
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DRUM TROLLEYS

A simple range of drum trolleys that includes three fully bunded versions that allow you to move 
drums from location to location in the safe knowledge that the contents are protected. The ST2F 
comes complete with a dispensing frame fitted with rollers to allow the drum to be rotated easily.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

ST1 800 x 800 x 1050 240 Painted steel - metal deck - 1 x 205ltr

ST2 1400 x 750 x 1050 250 Painted steel - metal deck - 2 x 205ltr 

ST2F 1400 x 750 x 1050 250 Painted steel - metal deck - 1 x 205ltr on cradle 

DTRW 610 x 420 x 1520 270 Painted steel - 1 x 205ltr

ST2

ST1 ST2F

www.chemsafe.ie 13
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STORING FLAMMABLE LIQUIDS

When  storing  flammable  liquids  there  are  strict 
adherences  concerning  separation  distances 
that  the  flammable  liquids  must  be  stored  from;
occupied  buildings,  boundaries,  process  units, 
flammable liquid storage tanks and or sources of 
ignition.

If the relevant separation distance can be achieved 
a standard single skinned, fully bunded storage unit 
can  be  used  to  hold  the  flammable  liquids.  If  the 
separation  distance  can’t  be  achieve  the  storage 
unit  needs  to  be  fire  rated  and  manufactured  to 
comply with UK and Irish legislation.

Volume of liquid separation distances:
• Up to 1000ltr - 2 metres
• 1000ltr to 100,000ltr - 4 metres
• Above 100,000ltr - 7.7 metres

Some questions to should consider:

Is there good natural air movement in and around 
where the flammable substances are stored and 
used?
If not, consider mechanical air changes. Good 
ventilation will mean that any vapours given 
off from a spill, leak, or release will be rapidly 
dispersed.

Have all the obvious ignition sources been 
removed from the storage and handling areas?
Think outside the box as an ignition source can 
be very varied; sparks from electrical equipment, 
welding or cutting tools, hot surfaces, open flames, 
static charge etc.
An explosion can even be caused by the simple 
action of decanting a flammable liquid from one 
container to another if they have not been earthed.

If there is a spill will it be contained and prevented 
from spreading?
Consider what will happen if the liquid is spilled 
when it is outside the bunded storage unit.

Can the flammable substance be replaced by a 
less flammable one, or can it be eliminated from 
the process completely?
Processes and products evolve, check if the 
supplier has a non-flammable alternative or can 
help redesign the process to make it safer.

Are your flammable substances stored and used 
in a different area to other processes?
Separation will lessen the risk of an incident and 
improve workplace safety. Flammable liquids 
should be stored separately from other dangerous 
substances that may enhance the risk of fire or 
compromise the integrity of the storage unit, 
for example; oxidizers and corrosive materials 
should be stored separately from each other. 
Remember other dangerous substances may also 
be flammable in their own right however, it is still 
inappropriate to store them with other flammable 
liquids.

For further guidance on energetic and 
spontaneously combustible substances please 
consult HS (G) 131 published by the HSE.

In the event of an incident the objective is to ensure 
that people can safely escape from the working 
area and in this context, the purpose of storing 
dangerous substances in the appropriate storage 
unit is to provide a physical barrier to delay the 
involvement of the stored liquids in any fire and 
provide sufficient time for people’s safe evacuation 
and the immediate implementation of emergency 
procedures.  It’s important not to overlook any 
aspect associated with the safe handling of 
flammable liquids such as static discharge during 
filling/decanting, combustion due to excessive 
heat build-up, potential ignition sources such as 
a spark from a tool or electrical component and 
pressure build-up in a container.

Please remember to consult with the insurance 
provider and local authority fire brigade as they 
will have valuable input that could save time and 
money going forward.

www.chemstore.ie 14
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UK & IRISH SPEC FIRE RATED WALK-IN STORES

One hour fire rated stores which have been independently tested by Bodycote Warrington (Warrington 
fire  Global Safety) to ensure compliance to UK and Irish standards, available in  two  standard  sizes 
of walk - in store but also available in any configuration to suit specific applications.  Units can be 
supported with fire suppression, zoned heating & lighting and alarm systems.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

CS2FR 3000 x 2440 x 2658 1080 Painted insulated steel - 72 x 25ltr

CS6FR 5920 x 2440 x 2658 2196 Painted insulated steel - 108 x 25ltr

CS6FR

15 www.chemstore.ie
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UK & IRISH SPEC FIRE RATED FORK LIFT TRUCK ACCESS STORES

These fork lift truck accessed fire rated units have a 1 hour fire rating which has been independently 
tested  by  Bodycote  Warrington  (Warringtonfire  Global  Safety)  to  ensure  compliance  with  UK 
and  Irish standards, available in two standard sizes to accommodate drums and/or  IBC but also 
available in any configuration to suit specific applications. Units can be supported with fire 
suppression, zoned heating & lighting and alarm systems.

CODE L x W x H - mm CAPACITY - ltr DESCRIPTION

DPU16-4FR 3000 x 1500 x 3295 1125 Painted insulated steel - 16 x 205ltr or 4 x 1000ltr

DPU32-8FR 5920 x 1500 x 3295 2100 Painted insulated steel - 32 x 205ltr or 8 x 1000ltr

DPU32-8FR

www.chemsafe.ie 16
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STORING FLAMMABLE LIQUIDS INDOORS

The safe storage of flammable liquids in process areas, 
workrooms, laboratories and similar working areas 
requires additional careful and informed consideration. 

The Dangerous Substances and Explosive Atmospheres 
Regulations 2002 (DSEAR) require risks from the indoor 
storage of Dangerous Substances to be controlled 
by elimination or by reducing the quantities of such 
substances in the workplace to a minimum and providing 
mitigation to protect against foreseeable incidents.

Flammable liquids
Store flammable liquids in a separate area in purpose made 
bins or cupboards that are compliant with UK regulations 
and when dispensing, ensure there is good ventilation 
and no sources of ignition. Always keep containers closed 
when not in use, whenever possible use safety containers 
with self-closing lids and flame arresters and always have 
the appropriate spill kit available too.
 
Reactive liquids
Some products have chemicals such as organic peroxides 
as part of their composition which can explode if not 
stored and handled correctly. Whilst other substances can 
react with incompatible materials or contaminants in an 
explosive manor, for example oxidising chemicals can cause 
flammable materials to ignite and some substances such 
as sodium react violently and can ignite when they come 
into contact with water. Storage and process temperatures 
should be controlled in line with recommended levels so 
check the SDS or contact the manufacturer’s help desk for 
information/advice to prevent dangerous decomposition or 
reactions.

Be prepared
For practical purposes where flammable liquids are 
required in a process, there is likely to be a need for a 
limited quantity to be stored and available in the workplace. 
It is the responsibility of the employer/duty holder when 
carrying out their risk assessment to justify the need to 
store any particular quantity of flammable liquid within the 
work room / working area. 
However, the guiding principle is that only the minimum 
quantity needed for frequently occurring activities or an 
amount required for use during half a day or one shift 
should be present in the work room/working area. Actual 
quantities will depend on the work activity and also the 
arrangements for controlling the fire risks. When not in 

use, containers of flammable liquids needed for ongoing 
work should be kept closed and stored in suitable fire 
resistant cabinets or bins which are also designed to retain 
spills. They should be located in designated areas that 
are where possible away from the processing area don’t 
interfere with any escape route from the working area. 

The HSE recommends that the maximum quantities 
that are stored in cabinets bins are no more than 50ltr 
for extremely flammable, highly flammable and those 
flammable liquids with a flashpoint below the maximum 
ambient temperature 30ºC of the working area; and no 
more than 250ltr for other flammable liquids with a higher 
flashpoint of up to 55°C. These quantities are intended to 
be viewed as recommended maximums and represent 
good industry safe practice, rather than being taken as the 
absolute limits. 

There can be some flexibility with the limits of the 
quantities stored, where it is understood that the design 
of the building and or the pattern of work can sometimes 
make adherence to these quantities difficult. For example 
in large or open-plan working areas where the employer/
duty holder identifies a need to store quantities in excess of 
the recommended maximum, they must fully demonstrate 
the need for this requirement and in particular the risk 
assessment should take into account: 
The properties of the materials to be stored or handled 
(For mixed storage the worst case situation should be 
applied, i.e. all materials in the storage cabinets or bin 
should be considered as being as dangerous as the one 
that has the lowest flashpoint) the size of the workroom/
working area and the number of people working in it. The 
amount of flammable liquids being handled in the working 
area and the quantities of liquid that may be accidentally 
released or spilled.  

It is the responsibility of the employer/duty holder to ensure 
that cabinets/bins meet the minimum legal requirements. 
Equally, the use of cabinets/bins with enhanced fire 
performance should not be seen as a substitute for 
the provision of a dedicated store room(s) and outdoor 
storage areas for the safe keeping of containers which are 
nominally empty or are not needed for current work.  
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UK & IRISH SPEC FLAMMABLE LIQUIDS CABINETS 

Suitable for the safe storage of hazardous flammable substances in the workplace, these cabinets 
are manufactured to comply with the Dangerous Substances and Explosive Atmospheres Regulations 
2002(DSEAR). They are manufactured from 20 gauge mild steel with welded seams throughout and 
the doors are reinforced to prevent distortion (fitted with a two point lockable L handle and supplied 
with 2 keys).

The shelves are adjustable in 25mm increments and they also act as spill trays for minor spills, 
while the sump built into the base of the unit is designed to deal with significant spills.

CODE L x W x H - mm TARE WEIGHT - kg DESCRIPTION

HSC18-18 457 x 305 x 457 13 Yellow cabinet  - 1 door - 1 shelf - 1 tray

HSC24-18 457 x 457 x 609 19 Yellow cabinet - 1 door - 1 shelf - 1 tray

HSC24-36 915 x 457 x 609 31 Yellow cabinet - 2 doors - 1 shelf - 1 tray

HSC30-18 457 x 457 x 762 22 Yellow cabinet - 1 door - 1 shelf

HSC36-18 457 x 457x 915 25 Yellow cabinet - 1 door - 1 shelf

HSC24-24 609 x 305 x 609 19 Yellow cabinet - 1 door - 1 shelf

HSC28-36 915 x 457 x 711 33 Yellow cabinet - 2 doors - 1 shelf

HSC36-36 915 x 457 x 915 36 Yellow cabinet - 2 doors - 1 shelf

HSC48-36 915 x 457 x 1219 53 Yellow cabinet - 2 doors - 2 shelves

HSC60-36 915 x 457 x 1524 60 Yellow cabinet - 2 doors - 2 shelves

HSC72-36 915 x 457 x 1829 72 Yellow cabinet - 2 doors - 3 shelves

www.chemsafe.ie 18
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UK & IRISH SPEC FLAMMABLE LIQUID BINS 

Manufactured from 20 gauge mild steel with 18 gauge mild steel lids, these bins are available in 
flat top or sloping top versions and have a 50mm lip all round and a hasp and staple locking device 
(padlock not supplied). 

Each bin has 150mm deep built in sumps which are finished in yellow epoxy polyester powder coat 
and supplied with warning labels on the lid and front.

CODE L x W x H - mm TARE WEIGHT - kg DESCRIPTION

HSFB20-24 508 x 330 x 609 18 Yellow flat lid bin - 1 tray - hasp & staple fitting

HSB26-24 609 x 457 x 660 20 Yellow sloping lid bin - hasp & staple fitting

HSB30-46 762 x 457 x 1168 43 Yellow sloping lid bin - hasp & staple fitting

19 www.walterpage.co.uk 
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UK & IRISH SPEC COSHH CABINETS

These storage cabinets are designed for the safe storage of hazardous substances in the workplace 
as required under the COSHH regulations making them ideal for items such as; bleach, cleaning 
fluids, descaler and polish etc.  

They also fully comply with the Dangerous Substances and Explosive Atmospheres Regulations 
2002(DSEAR), Paragraphs 94-96, along with appendices A & B and Paragraph 104 in the DSEAR 
ACoP L136 together with the Factory Inspectorates Certificate of Approval No.1 parts 3 and 4.

CODE L x W x H - mm TARE WEIGHT - kg DESCRIPTION

COSHH18-18 457 x 305 x 457 13 Grey cabinet  - 1 door - 1 shelf - 1 tray

COSHH24-18 457 x 457 x 609 19 Grey cabinet - 1 door - 1 shelf - 1 tray

COSHH24-36 915 x 457 x 609 31 Grey cabinet - 2 doors - 1 shelf - 1 tray

COSHH30-18 457 x 457 x 762 22 Grey cabinet - 1 door - 1 shelf

COSHH36-18 457 x 457x 915 25 Grey cabinet - 1 door - 1 shelf

COSHH24-24 609 x 305 x 609 19 Grey cabinet - 1 door - 1 shelf

COSHH28-36 915 x 457 x 711 33 Grey cabinet - 2 doors - 1 shelf

COSHH36-36 915 x 457 x 915 36 Grey cabinet - 2 doors - 1 shelf

COSHH48-36 915 x 457 x 1219 53 Grey cabinet - 2 doors - 2 shelves

COSHH60-36 915 x 457 x 1524 60 Grey cabinet - 2 doors - 2 shelves

COSHH72-36 915 x 457 x 1829 72 Grey cabinet - 2 doors - 3 shelves

www.chemsafe.ie 20
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UK & IRISH SPEC ACID & ALKALI CABINETS

Designed for the safe storage of mild acids and corrosive chemicals these cabinets are built from 
20 gauge steel and comply with the Dangerous Substances and Explosive Atmospheres Regulations 
2002(DSEAR), Paragraphs 94-96, along with appendices A & B and Paragraph 104 in the DSEAR 
ACoP L136 together with the Factory Inspectorates Certificate of Approval No.1 parts 3 and 4.

Finished in white epoxy polyester powder coat, they are fitted with chrome handles with twin locking 
rods (2 keys supplied), adjustable shelves at 25mm increments and the appropriate warning labels.

CODE L x W x H - mm TARE WEIGHT - kg DESCRIPTION

AAC30-18 457 x 457 x 762 22 White cabinet - 1 door - 1 shelf

AAC36-18 457 x 457x 915 25 White cabinet - 1 door - 1 shelf

AAC24-24 609 x 305 x 609 19 White cabinet - 1 door - 1 shelf

AAC28-36 915 x 457 x 711 33 White cabinet - 2 doors - 1 shelf

AAC36-36 915 x 457 x 915 36 White cabinet - 2 doors - 1 shelf

AAC48-36 915 x 457 x 1219 53 White cabinet - 2 doors - 2 shelves

AAC60-36 915 x 457 x 1524 60 White cabinet - 2 doors - 2 shelves

AAC72-36 915 x 457 x 1829 72 White cabinet - 2 doors - 3 shelves
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Steel Products

UK & IRISH SPEC PESTICIDES & AGROCHEMICAL CABINETS

Designed for the safe storage of any pesticide based products these cabinets are constructed from 
18 and 20 gauge steel, finished in red epoxy polyester powder coat and supplied complete with 
warning labels. 

They also fully comply with the Dangerous Substances and Explosive Atmospheres Regulations 
2002(DSEAR), Paragraphs 94-96, along with appendices A & B and Paragraph 104 in the DSEAR 
ACoP L136 together with the Factory Inspectorates Certificate of Approval No.1 parts 3 and 4.

CODE L x W x H - mm TARE WEIGHT - kg DESCRIPTION

PAC30-18 457 x 457 x 762 22 Red cabinet - 1 door - 1 shelf

PAC36-18 457 x 457x 915 25 Red cabinet - 1 door - 1 shelf

PAC28-36 915 x 457 x 711 33 Red cabinet - 2 doors - 1 shelf

PAC36-36 915 x 457 x 915 36 Red cabinet - 2 doors - 1 shelf

PAC48-36 915 x 457 x 1219 53 Red cabinet - 2 doors - 2 shelves

PAC60-36 915 x 457 x 1524 60 Red cabinet - 2 doors - 2 shelves

PAC72-36 915 x 457 x 1829 72 Red cabinet - 2 doors - 3 shelves

www.chemsafe.ie 22

PAC36-18
PAC36-36



Steel Products

GAS CYLINDER STORAGE

When storing gas cylinders consideration must be given to gas compatibility (incompatible gases 
must never be stored together) and the location of the store. Factors such as ignition sources and 
ease of access should also be considered along with ensuring that the storage unit provides good all 
round ventilation and secure locations to stop cylinders falling over.

CODE L x W x H - mm DESCRIPTION

CT1 1280 x 780 x 920 Painted steel - open - 8 x 285mmØ

CT2 1280 x 780 x 2200 Painted steel - enclosed - 8 x 285mmØ

CT2LP 1280 x 780 x 2200 Painted steel - enclosed - 6 x 11kg per level

GB30 3000 x 1500 x 2177 Painted steel - enclosed - 27 x 285mmØ

CT2

GB30
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CHEMSAFE RANGE

 

Our  aim  is  to  supply  you  with  a  comprehensive  portfolio  of  products  that  will  enable  your 
customers  to  meet  internationally  recognised  approvals  &  standards  and  comply  with  UK 
and Irish regulations  and  codes  of  practice  as  applicable.  For  details  of  the  rest  of  our range  
please  do not hesitate to contact us, Chemsafe your trade only partner in safety equipment.

ABSORBENTS &  
SPILL KITS

PLASTIC SPILL 
CONTAINMENT

FLAMMABLE LIQUID 
SAFETY PRODUCTS

STEEL BUNDED 
STORAGE

www.chemsafe.ie 



BARREL STA

K
 STATIO

N

SEPT 2016

x9502 Empteezy Blue WPS Catalogue A4 issue4 Feb 2015 FINAL:Layout1  27/1/15  14:16  Page 1

CHEMSAFE SERVICES

:

- BUND TESTING AND BUND REPAIR

- CHEMICAL HANDLING RISK ASSESSMENT

- CHEMICAL SAFETY MANAGEMENT AUDITS AND ADVICE

- CHEMICAL SAFETY TRAINING

- CHEMICAL SAFETY CONSULTANCY

CHEMSAFE PRODUCTS INCLUDE:

- SPILL CONTROL SOLUTIONS AND SPILL KITS

- CHEMICAL STORES

- FLAMMABLE STORES

- GAS STORES

- TEMPERATURE CONTROL STORES

- SAFETY CABINETS FOR FLAMMABLES, GASES, PESTIDICES AND RADIOACTIVES

- HAZARDOUS FUME MANAGEMENT AND FILTRATION

- FIREWATER RETENTION SOLUTIONS

- SAFETY SHOWERS AND EYEWASH STATIONS

- BUNDED TANKS

- HAZARDOUS FUME FILTER SYSTEMS

- CHEMICAL STORAGE BUILDINGS

- WAREHOUSE SAFETY EQUIPMENT

- RACKING AND SHELVING

Chemisal	Safety	Ltd,	Unit	9 Castletroy	
Park	Commercial	Campus
Limerick,	Ireland
Mob:			+353  
Pho:				+353	61			523444
Fax:					+353	61			513243
noel@chemisal.ie
www.chemsafe.ie

Twenty FOUR Years of Specialist Knoweledge. We have 24 years of specialist 
knowledge helping all types of organisations achieve compliance in terms 
of hazardous materials management. If you cannot find a solution to 
your issue, please call us now and we can offer qualified and competent 
advice to help solve your problem: 061 523444 or 087 2563133

87 2563133

Macarena
Máquina de escribir

Macarena
Máquina de escribir




